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Flush-mounting frame, 3 modules, for Ultra entrance panel. It consists of a metal support that
secures the modules without using screws and a finishing frame in die-cast aluminium given a
cataphoresis treatment to increase its resistance to chemical and environmental corrosion,
including damage from UV rays. 10 mm protrusion from the wall. Can be used in flush-mounting
boxes art. 3110/3 and 3110/3A, with the option of installing several modules side by side.
Dimensions: 125,5x317,5x35mm

AWARDS

UT9163

FLUSH-MOUNTING FRAME FOR 3 ULTRA MODULES

IP (VIP) SYSTEM

ULTRA  



COMPATIBLE SYSTEMS

Audio/video Simplebus 2 with power
supply art. 4888CU

Yes

Audio/video Simplebus 2 with power
supply art. 1210/1210A

Yes

Audio Simplebus 2 with power supply
art. 1210/1210A

Yes

Audio Simplebus 1 Yes

ViP Yes

MAIN FEATURES

Height (inch) (in) 12.5

Width (inch) (in) 4.94

Depth (inch) (in) 1.38

Product weight (oz) (oz) 33.51

GENERAL DATA

Type of finishing materials Metallic, Die-cast aluminum

Product color Black RAL9005, Siver RAL9006

MOUNTING/INSTALLATION

Flush-mounted Yes
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